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Hospitality

AMB-ON-PLUS-33 UPS Series 10-80kVA



30K(L)/40K(L) 10K(L)/15K(L)/20K(L)
60KL/80KL

• DSP technology guarantees high reliability
DSP and MCU dual chips to secure the product reliability.DSP and MCU dual chips to secure the product reliability.

 

• Output power factor 1 
For critical applications, this 3-phase online UPS with output power 

• Adapting the latest Silicon carbide diodes
to enhance the system e�cency 
Through adapting the latest Silicon carbide diodes, no 

higher than 96%.

• Dual Inputs

• Very powerful charger to shorten the 
   recharge time

• Adjustable charging current 

• Parallel up to 6 units with common battery pack

• 5” color touch type LCD display

• Optional programmable relay dry contact card 

  
• Voice warning / error code notice 

error codes notice instead of traditional beeps.

 

• High overload capability

 

• Adjustable battery design 
  

• Dynamic password feature optimizes 
   service performance 

operation due to unauthorized settings.
 

• Power walk-in function 

5”  Touch LCD Panel
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PHASE 3-phase in / 3-phase out

CAPACITY 10KV  /10KW 15KV  /15KW 20KV  /20KW 30KV  /30KW 60KV  /60KW 80KV  /80KW

PARALLEL CAPABILITY up to 6 units in parallel

INPUT

Voltage V

Voltage Range

Power Factor @

< 3% at full linear load

OUTPUT

Output Voltage

V ± 1%

F

50/60 Hz ± 1%

Current Crest Ratio

@ 1 % @ 3 %

Transfer
T

Zero

Zero

W

100-1 11

Voltage V

Voltage Range

96.0%

99.0%

Battery Mode 96.0%

Standard
Model

Battery Type 12 V/9 12 V/9 12 V/9 12 V/9

pcs

Typical Recharge T

1  ~ 12 1  ~ 16

Charging Voltage  ± 10%

Model

Battery Type Depending on the applications

1  ~ 12 1  ~ 16 2 2

Charging Voltage 10%

r, and Fault conditions

Standard
Model Net W 139 225 250

Model Net W 28 60 108 113

Operation T

< 95% and non-condersing

Supports Windows2 2000/2003/XP/Vista/2008, Windows2

Optional SNMP P


