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. >> AC. Automatic Voltage Regulator/Stabilizer
DBW Series

180KVA 320KVA/350KVA
Input voltage 220V£20% or £25%(customized)  Ambient temperature -10C ~ +40C Input voltage 220V£20% or £25%(customized)  Ambient temperature -10T~ +40T

' Output voltage 220V Eficiency >95% Output voltage 220V Efficiency >95%

' Accuracy of voltage  £2~5% adj(Default: 3%) Overload Double rated current , one min. Accuracy of voltage ~ #2~5% adj.(Default: 3%) Overload Double rated current , one min.
Frequency 50Hz/60Hz Waveform distortion No additional waveform distortion Frequency 50Hz/60Hz Waveform distortion No additional waveform distortion
Response time <15s Package size W x D x H{cm) 104 x 76 x 179 Response time <15s Package size W x D x H(cm) 115 x 86 x 209
Insulation resistance  =2MQ Qty per phg(unit) 1 Insulation resistance  >2MQ Qty per phg(unit) 1

Protection funcion  With manual bypas: o Protection function  With manual bypass(city powcer)system, over voltage, over-current, over load, phase failure,

cily power)systerm, over-vollage, over-current, over-luad, phase failure,

time-delay, machine fault, surge(optional) etc. time-delay, machine fault, surge(optional) etc.

200KVA 400KVA/450KVA
Input voltage 220V420% or £25% N mbient ~10C ~ +40C : Input voltage 220V+20% or +25%(customized)  Ambient temperature -10T~+40T
(] Output voltage 200V Efficiency >95% Output voltage 20v Efficiency >95%
! Accuracy of voltage 4959, adj (Default: 3%) Overload Double rated current , one min. Accuracy of voltage ~ #2~5% adj.(Default: 3%) Overload Double rated current , one min.
Frequency 50HZ/60Hz Waveform distortion No additional waveform distortion Frequency 50Hz/60Hz Waveform distortion No additional waveform distortion
Response time <15 Package size W x D x H(cm) 104 x 76 x 179 Response time <15s Packagesize W x Dx H(em) 115 x 130 x 217
Insulation resistance = oy Qty per pkg(unit) 1 Insulation resistance  =2MQ Qty per pkg(unit) 1
Protection function  \with manual powerjsystem, tage, t, over-load, phase failure, Protection function  With manual bypass(city power)system, over-voltage, over-current, over-load, phase failure,
time-delay, machine fault, surge(optional) etc. time-delay, machine fault, surge(optional) etc.
250KVA 500KVA
]
Input voltage 220V+20% or +259 i \mbient -10C ~+40C ) Input voltage 220V:+20% or +25%(customized)  Ambient lemperature -10C~+40T
Output voltage 220V Efficiency >95% Output voltage 220v Efficiency >95%
Accuracy of voltage  +2-5% adj (Default: 3%) Overload Double rated current , one min. Accuracy of voltage  12~5% adj(Default: 3%) Overload Double rated current , one min.
Frequency 50HZ/60Hz Waveform distortion No additional waveform distortion Frequency 50Hz/60Hz. Waveform distortion No additional waveform distortion
Response time <15s Package size W x D x Hicm) 115 x 86 x 209 Response time <15s Package size W x D x H(em) 115 x 130 x 217
Insulation resistance = omQ Qty per pkg(unit) 1 Insulation resistance > oMo Qty per pkg(unit) 1
Protection functon  with manual bypass(city power)system, over-voltage, over-current, over-load, phase failure, Protection function with manual bypassi(city power)system, over-voltage, over-current, over-load, phase failure,
time-delay, machine fault, surge(optional) etc. time-delay, machine fault, surge(optional) etc.
300KVA 600KVA/630KVA/650KVA
" (]
Input voltage 220V+20% or +25%(customized)  Ambient temperature -10°C ~ +40C ' Input vottage 220V20% Ambient temperature -10C~ +40T
Output voltage 220V Efficiency >95% Output voltage 220V Efficiency >95%
Accuracy of voltage ~ +2~5% adj.(Default: 3%) Overioad Double rated current , one min. Accuracy of voltage ~ +2~5%adj.(Default: 3%) Overicad Double rated current , one min.
Frequency 50Hz/60Hz Waveform distortion No additional waveform distortion Frequency 50Hz/60Hz Waveform distortion No additional waveform distortion
Response time <15s Package size W x D x H(cm) 115 x 86 x 209 Response time <15s Package size W x D x Hiem) 115 x 130 x 217
Insulation resistance  =2MQ Qty per pkg(unit) 1 Insulation resistance  =2MQ Qty per pkg(unit) 1
Protection function With manual bypass(city power)system, over-voltage, over-current, over-load, phase failure, Protection function With manual bypass(city power)system, over-voltage, over-current, over-load, phase failure,
time-delay, machine fault, surge(optional) etc. time-delay, machine fault, surge(optional) etc.
# All specifications subject to change without notice. # Custom-made specifiacations are acceptable
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